
SPECIFICATION SHEET 
quality - Bali 

fabric name. 
collection name. 

BALI AQUACLEAN
FAHRENHEIT RECYCLED INDOOR/OUTDOOR AQUACLEAN

result test method

composition 9 % Recycled P, % N
 with halogen free FR back-coating

weight 660 gsm / 19.47 oz yd2

width 140cm / 55 in

application severe contract/hospitality  indoor 
and outdoor

FR rating BS EN 1021 1 & 2, BS 5852 crib 5
BS 7176 Medium Hazard
IMO A652/16 FTP code MSC 61(67) part 8
CAL 117 and NFPA 260

durability - abrasion 0 000  ISO 12947-2:2016
load 12 Kpa, severe contract @ 40 000 

tear strength >20N EN ISO 13937-3
minimum requirement >15N (EN 14465)

pilling 5 - no pilling BS EN ISO 12945-2 : 2000
grey scale graded 1 to 5 - 5 no change.

colour fastness to light 6-7
slight fading rated as good.

EN ISO 105-B02
blue scale graded 1 to 8 - 8 no change.

colour fastness to rubbing wet - 5, dry - 4/5
slight change rated as good.

EN ISO 105-X12
grey scale graded 1 to 5
5 indicating no change.

care AQUACLEAN TECHNOLOGY ADVANCED UPHOLSTERY PROTECTION
The Aquaclean technology used in this fabric protects against spills and stains without resorting to 
specialist or chemical cleaning, ‘simply clean with water’. SafeFront protects this fabric against 
viruses and bacteria by reducing viral activity by over 91% after two hours of continuous contact. 
See CARE GUIDE AQ  for detailed care & cleaning available online or by request.

These results are based on manufacturers own testing and in accordance with the relevant standard but not overseen by an independent body and are for guidance only.

seam slippage EN ISO 13936-2
<4mm level A / <6mm level B / <8mm level C

2.5mm warp
2.5mm weft

environmental  REACH compliant.
 OEKO-TEX Standard 100 compliant, no harmful 

substances.
 OEKO-TEX STeP, sustainable textile production.
 Halogen free fire retardant.
 PFC free.
 Safe Front Antibacterial
 Zero waste certified
 Manufactured using 100% renewable energy.
 Vegan certified.

colour fastness to active chlorine 4-5 EN ISO 105-E03:2010 - max value 5

colour fastness to sea water 4-5 EN ISO 105-E02:2013 - max value 5

spray test

water column

4-5 EN ISO 24920 max value 5

150mm EN ISO 20811








